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GENERAL DESCRIPTION



1. Shin G series General 

Description
(1)  Shin-G series product Line-up

(2)  Shin-G Series Strong Features

(3)  Others



(1) Shin-G Series Product Line-up 1 ( 1 of 3 )

Specification : 4-Pole Pinion/Round shaft 42 90 Output 1W 90W

Voltage :   1-phase 100V/200V 3-phase 200V/220V
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(1) Shin-G Series Product Line-up 1 (2 of 3)
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(1) Shin-G Series Product Line-up 1 (3 of 3)
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(1)Shin-G Series Product Line up 2 ( 1 of 1)
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Specification : 2-Pole Round shaft 42 90 Output 3W 150W Without CE,UL

Voltage :   1-phase 100V/200V 3-phase 200V/220V



(1) Shin-G Series Product Line up 3 (1of 5)
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Specification : 4-Pole Round shaft 60 90 Output 6W 90W With CE,UL

Voltage :   1-phase 100V/110V/115V/200V/220V/230V,

3-phase 200V/220V/230V(380V/400V)



(1) Shin-G Series Product Line up 3 (2 of 5)
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(1) Shin-G Series Product Line up 3 (3 of 5)
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(1) Shin-G Series Product Line up 3 (4 of 5)
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(1) Shin-G Series Product Line up 3 (5 of 5)

12



(1) Shin-G Series Product Line up 4 (1of 1)
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Specification : 2-Pole Round shaft 80 90 Output 20W 150W With CE,UL

Voltage :   1-phase 100V/110V/115V/200V220V/230V 3-phase 200V/220V/230V/



(2) Shin Geared Motor Strong Features

One model is complied with global safety standard (CE,UL,CCC).

3. Same line up as discontinued model of G and New-G models 

Metal sleeve gear head, High torque gear head, Right angle gear head

5. MGSD Series Speed Controller\

Base design is one kind. It can be cover all area by changing winding and capacitor.

Total length is maximum 23 mm shorter than current models.

Spread grease type, high performance grease is adapted.
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1. Global safety standard

2. Long lifetime and Compact Gear Head

Wide mounting method ( Plug-IN, Terminal box, GT socket, DIN, Back terminal 

box) Wide range voltage : 100-120V, 200-240V 2 types  3 models MGSDA1: 100V 

40W or less, MGSDB1: 100V 60/90W or less, MGSDB2: 200V 90W or less

Global safety standard UL, CE (CCC is excluded.)

4. RoHS compliance

Fully applied the RoHS application. 

Lifetime of ball bearing  type is 10,000hours. That of metal sleeve type is 2,000hours.


